Insert an Infeed module:


Select Sinamics Integrated, insert new object, Infeed. 
[image: image1.png]BMCSIMOTION SCOUT - Messe_D435_060kt = =]x]

{1 2] 2 o e ] S 3O (o) | B (@ (o] 2 AV AL T [ R Sl |
e—— - —]

5
e

Tfiguration

SINAMICS_Inte  Print

Print

Pr

Offline mode





Name the object. Press continue.
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Select the proper infeed module.
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Check the settings both Voltage and frequency. Soft line conditions may require voltage to be set at 400V.

[image: image4.png]Project Edt Insert Targetsystem View Options

Window Help

=1=(X]

| Dl=(@%] &) #|=]8] o]« ]

e I e ey

R

I e R e e e = |

[E@er 2l Al

Al 7|a@le ]

=8P Messe_D435_060kt
*1 Create new device
#1 Insert single drive
D435_2
@ D435 M 0
1] EXECUTION SYSTEM
s 10

€ GLOBAL DEVICE VARIABLES

D axes

Qcams
TECHNOLOGY
2 PROGRAMS

= {8 SINAMICS _Integrated

> Overview
> Configuration
> Topology

@ CU_003
Infeed

523 Drives

) Insert drive
£ SERVO_00
£ SERVO_01
) SERVO_02
) SERVO_03
£ SERVO_04
£ SERVO_0S
(] MONITOR.

2 EXTERNAL ENCODERS

/33 InputfoLtput component

infeed
nfeed

Project [ Command library

SINAMICS_Integrated:

[OPROFIBUS process dat|
(Osurmmary

=

Configuration - SINAMICS_Integrated - Infe

configuration Infeed: Infeed

H [ero s 5

AN

[v LinefDCHink identiication at first switch-on

Caution

{The determined values are stored safely against power loss)

Ifthe DC link capacitance of the drive graup is subsequently changed
(remove/add addiional devices), the identification must be performed

again,

Device connection voltage:

Rated supply fraguency:

[V Line fiter evailable

I~ Valtage sensing madule available

o= et el

—3

1 Name.

Data type

Cancel Help

Symhbol browser

Press F 1 to open Help display.

Bstort] (2 1] (5] 5] @

@ » &3oseph Pitera's Ho... | & httpsi/jcormect.se... | £ MTS

| i svomion scou .. [ stMoTION SCo... | B Document - Mcr.

[ [ om |

LTSGR WL IR




Choose the proper telegram for control.
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Verify your settings. Press finish!
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Open the configuration editor for Sinamics Intigrated. Press the Align with Hardware button.
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If this module was not iinserted at the beginning of a project a warning message will be displayed.
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Press “YES”. Simotion will then add the correct open addresses.
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ADD CONTROL BLOCK. SEE OTHER SHEET.

